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Anti-ship missile S-2 Sopka 


Determination: 
- Combating sea targets 
- Part of the coastal 
missile complex 4K87 
- in the holdings of the NVA in the 
special coastal 
artillery department from 1962 - 


techn. Data: 
- shooting distance: 15 .. 95 km 
- length of the rocket: 8480 mm 
- height 
without launch engine and keel: 
mm 
with launch engine and keel: 293 
r i mm 
et S-2 on the launch pad B-163 - max. Diameter: 900 mm 
- wingspan: 4722 mm 
- width with folded wings : 1956 m 
- Airspeed: 1050 km / h 
- Altitude: 400 m 
- Takeoff weight: 3419 kg 
- Mass start engine: 479 kg 
- Mass combat part: 101 kg 
- Combat part: warhead 
- Kerosene tank: 320 1 
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RWD-MBIII (Photo: www.nva-forum.de) 
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Components: - Burn time start engine: 1.6 .. 1.8 s 
1 On-board radio measuring 4 Cruise Engine: RD-500K - Opinion distance. of the target sedh 
station: S-3 Launch Engine: SPRD-15 head: 15 km 
(semi-active seeker head) Autopilot 
2 Combat part with impact fuse 
3 fuel tank 





Fin and tailplane Rear antenna on the rudder unit to receive 
on the horizontal tail is the transport the signals (constant signal zone) from the 
lock control station S-1 
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front torso rear fuselage part with wings (folded) 





Radio measurement antenna of the on-board 
Air inlet and cover for radio measuring station S-3 
antenna 


























station S-3 measurement station 
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On-board radio measuring station S-3 On-board radio measuring station S-3 
(above waveguide connection to the (side view), 

antenna part) block S3-8B 

blocks from u 

S3-9, S3-8A 

S3-6 

S3-5P 

S3-10 power supply block 





Parts of the EWZ kit 
- container with tubes 
- block S3-15 
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Representation of the RD-500K engine 


1 guide vanes 12 Thermocouple for outlet temperature display 
2 nozzle 13 Cooling air collector 

3 swirler 14 Combustion chamber 

4 cover of the chamber 15 Connection 

5 flame tube sleeve 16 Impeller for the cooling air 

6 turbine wheel 17 Impeller of the compressor 

7 guide vanes of the turbine 18 Oil pump 


8 working vanes of the turbine 19 Electric starter drive 


9 exhaust pipe 20 Fuel pump 
10 cone 21 Drive unit for the units 
11 nozzle 22 Fuel regulator 





Starting nozzle on a combustion View from behind into the engine 
chamber with cone and turbine 





Lettering of hatches 


Source: Missiles of the Soviet Navy (Russian); www.kuestenraketen.de 


